
MEASURING AND CONTROL UNIT

AQUANTA CONTROL

Aquanta Control in the crate 
washing machine

„Economic hygiene and more“

Metering-, Measuring- and Control unit with 
programmable data acquisition:
 Detergent 
 Rinse aid 
 Additives

with online data transfer and visualization

Gemäß neuester VDI-Verordnung 6022 mit Zwangsumwälzung
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MEASURING AND CONTROL UNIT

 Number of crates

 Costs per crate

 Detergent concentration and consumption

 Water consumption (2 separate water meters)

 Fault message memory:

  Empty signal of drums

  Upper/lower concentration

  Lower temperature alarm 
   (wash tank, temperature rinsing and drying zone)

 Documentation with protocol also as excel files

Ecolab offers the complete service for optimal hygiene in crate 
washers incl. the delivery of P3 products. 

AquantaVisual *
PC program for operating status visualization:

 Machine:

  On/Off  Fill

  Wash  Final rinse

 Cleaning parameters

  Detergent concentration

  Temperature wash tank

  Temperature rinsing zone

  Temperature drying zone

 Metering indication

 Fault message display:

  Upper or lower limits are exceeded

  Empty status of aquanta products

 History data display for detergent concentration 
    and temperatures

*Windows XP® compatible

AquantaGet *
PC program for operation and consumption data acquisition:

Online data transfer with 
visualization

Metering-, measuring- and control device with  
programmable data acquisition

Crates/Moulds Hygiene 
Management


